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EL = RL + 0.20”

AGL = EL + C + K

Standard Motorized Pulley with straight stainless steel connector

Standard Shaft     Optional Shaft Cap

Idler Pulley

Standard shaft with ss elbow connector

Shaft cap with ss elbow connector

Cross-drilled and threaded shaft.

Motorized Pulley 80LS 
Ø 3.21 in. (80 mm), helical steel gearbox
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Mounting bracket

MC = Mounting bracket center-
to-center spacing = RL + 0.59”
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Standard shaft, ss straight connector 

Standard shaft, ss elbow connector 

Cross-drilled and threaded shaft  

Shaft cap, ss elbow connector
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Motorized Pulley 80LS 
Ø 3.21 in. (80 mm), helical steel gearbox

Option Optional RL min.

Electromagnetic brake 

Encoder

Standard RL min. + 1.97in 

Standard RL min. + 1.97in

Revised Dimensions for options 

The following options increase the minimum roller length (RL) 

Dimensions for Motorized Pulley 80LS

Motorized 
Pulley

Dimensions, materials, and weights for Mounting Brackets

Standard  
Material

Optional 
Material

Stainless steel 
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0.3/0.5 Aluminum 
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Standard weights for Motorized Pulley 80LS
Standard weight [lbs] for standard RL [in]
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